ARAP-C and ARAP-E SUPPLIED AIR RESPIRATOR
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Avon-ISI’s premier line of Type-C respirators gives   you choices you’ve never had before.
ISI’s premiere line of Type-C respirators gives you choices you’ve never had before. The ARAP line consists of the ARAP-C and the ARAP-Escape. Both units are NIOSH approved and deliver over 500 lpm flow rates. For more customization, each ARAP comes with a choice of facepieces: the ISI AirHood with Compact Demand Valve (CDV), the ISI AirSwitch facemask, or the Standard facemask with CDV. All are positive pressure facepieces rated at a 10,000 to 1 protection factor. 

Both ARAP units include a facepiece, second-stage regulator and either a nylon or Kevlar harness assembly. The difference with the ARAP-E is the addition of a 5 (2216 psi)-, 10 (3000 psi)- or 15 (3000 psi)-minute escape cylinder for maximum escape safety margin. With a choice of cylinder durations, users can enter an IDLH atmosphere with confidence there is ample time to escape. Avon-ISI ARAP airlines can be used in conjunction with the Avon-ISI AS1 mobile air system or any cascade system.

FEATURES:

• Change cylinders quickly and with ease – go from a 5 minute cylinder to a 10 or 15 minute cylinder simply by unplugging one cylinder and plugging in a new cylinder.


• Enter an IDLH atmosphere, even with facial hair or glasses, and still comply with OSHA standards using the AirHood.

 
• Switch from cylinder air to ambient air, without removing the facemask, with the AirSwitch facemask.


• Repair or replace the only two moving parts in the CDV pilot jet valve in minutes.

 
• Three different attachment couplings available: Foster, Hansen, or Schrader.

AIR LINE:

· Also included in the package deal is 800 foot of supplied air hose.  

· This is actually 16 different 50 foot hoses.

TA-3 Portable Breathing Compressor

[image: image2.png]



The Twin-Air™  compressor system has been designed to provide Grade-D breathing air to 3 workers wearing pressure demand respirators. The TA-3 has twin ASME receiver tanks that act as the mounting frame for the compressor. The use of the ASME tank provides air that has been cooled to within 10 degrees of the ambient temperature. We've added full pneumatic tires for ease of mobility in rough terrain and a bottom skid plate for going up or down stairs. This plates becomes the frame for the addition of a reserve air cylinder on the model TA-3EA. Any 30-60 minute air cylinder can be installed on the TA-3 frame. With the addition of a pressure reducing regulator and an Auto-Air™ Breather Box™, you now have a 3-worker compressor with full automatic backup air for IDLH operation.  This compressor is not designed for use with constant flow respirators. 
COMPRESSOR SPECIFICATIONS
	· Rotary vane air compressor
· Pressure range to 110 psi.
· 2HP electric motor - 1750 rpm - continuous duty - thermal protection
· 115 VAC/60 Hz - 17.2 amps - requires 20 amp service
· Dimensions: 46"Lx24"Wx22"H 
· Weight: 150 pounds 
· Low maintenance - 500 hours between oil changes
· 10" pneumatic tires
· 50,000 hour minimum vane life
· Optional explosion proof electric motor and switch (230/3VAC only)
· Built in skid plate for stair climbing
· USDA approved food grade oil in compression end 
· Automatic pressure unloading - full modulation air control
· 8 gallon ASME coded tank assembly (approximate 8.5cf air storage @ 110psi)
· 1/2" Hansen 5000 series socket discharge
· Noise level of 70 dbA @ 3 feet
· Requires the use of the Breather Box™ Grade-D filtration unit


NOTE:
The Picture shown above is a representation of a new model compressor.  The compressor being sold by the Danville Life Saving Crew is the same as the one in the picture above it is just configured on a portable cart and is approximately 10 years older.  The unit above retails for around $7500.00 just to give a comparison.  

BIOSYSTEMS PHD Plus / Four Gas Meter
The PhD Plus portable gas detector monitors up to four atmospheric hazards simultaneously. The PhD Plus measures oxygen, combustible gas, and up to two additional toxic gases. The PhD Plus is housed in a rugged, compact case designed to stand up to the most demanding environments.
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DESIGN

· True "one button" operation

· Smart sensors

· Interchangeable NiCad and alkaline battery packs

· Automatic calibration adjustment

· Sample draw options

· Multi-sensor capability

· Small package; rugged design

OPTIONAL PUMP

· Slip-on UL ® / CSA Classified sample draw pump

· Draws power directly from the PhD Plus battery

· PhD Plus microprocessor directly monitors the pump for proper operation

· Pump pressure sensor detects ingress of water or other fluids

BATTERIES

· Interchangeable snap-in battery packs.

· 12 hours of continuous operation

· Alkaline pack uses 3 AA disposable batteries.

· Rechargeable version includes NiCad battery, charger and spare alkaline pack.

DOWNLOADS
· PhD Plus Manual
· PhD Plus/Ultra Pricesheet
Honeywell Lumidor Impact and Impact Pro Multi-Gas Monitors

Portable, multi-gas monitors that monitor and display up to four gases simultaneously
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The Impact range of portable multigas monitors is able to monitor and display up to four gases simultaneously.  Using high specification flammable, oxygen and patented Surecell™ toxic sensors, our unique cartridge technology ensures safe, accurate and reliable measurements are always made.
Designed to work how you want to; gas checks prior to entering a confined space can be carried out using a drop line, hand aspirator or via an optional built-in pump (supplied as standard on the Impact Pro) that turns on and off automatically when the sampling tube is connected.

Ultra-bright alarm lights and a powerful audible alarm, coupled with a periodic green flash and bleep provide user confidence that monitoring is always in operation and alarms are never missed. For noisy environments a vibrating alarm is included as standard on the Impact Pro.  A large, multi-lingual, backlit display, with intuitive menu system simplifies use and minimizes operator training.

Available for use with a wide range of accessories including the unique Enforcer calibration system and compliance-friendly Safelink communication system, you can be sure that the Impact range of portable multigas monitors will be ready to protect you when most needed.

Features:
Reliable Operation
· Pre-calibrated plug-in sensor cartridge 

· High specification sensors 

· Patented Surecell™ toxic sensors 

· Stable and accurate

Easy to Use
· One button on / off 

· Multi-lingual, intuitive menu system 

· On screen prompts guide user 

· Built-in correction factors for flammable gases 

· Minimal training required

Easy to Maintain
· Plug-in operation for all serviceable parts 

· Cartridge replacement in under one minute 

· Re-calibration in under two minutes when using Enforcer 

· Low cost of ownership

Durable Housing
· Rugged and impact resistant 

· Weatherproof to IP67 

· Built for everyday use

Alarm Indication
· 3 levels of instantaneous alarm, time weighted average alarms on toxic 

· Periodic confidence flash and bleep 

· Increasingly rapid flashing, ultra-bright alarm LEDs 

· Powerful, two tone audible alarm

User Friendly Pre-entry Check
· Peak hold function and drop line 

· Hand aspiration 

· Optional built-in automatic pump 

· Totally flexible

· Danville Life Saving Crew has gotten out of the Technical Rescue business and has no further need for a meter like this.  

· Meter is approximately six years old and was purchased brand new.

· This unit does have the data linking capability, but we do not have the data cables and they will have to be purchased separate. 

· While the unit was in service it was kept in top condition and serviced every six months.  

· As of now the unit needs to be calibrated and the O2 sensor needs to be replaced.  

· Complete owners manual is included. 

· Rechargeable batteries with a charging station are included.  

· The Enforcer Calibration System is included (calibration gas has expired).

· The unit was only used for training purposes.  

